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TYPICAL DRIVEWAY & INTERSECTION LAYOUT FOR LOCAL & COLLECTOR STREETS
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= o o

R = INTERSECTION RADIUS = 20’ (ALLEY), 30’ (LOCAL, COLLECTOR) > o > §
Row = DRIVEWAY RADIUS = 1" MIN — 3’ MAX (RESIDENTIAL: ALLEY, LOCAL), 5’ MIN (RESIDENTIAL: COLLECTOR) o

= 20’ MIN (ALLEY), 25’ MIN (LOCAL), 30’ MIN (COLLECTOR, THOROUGHFARE) [
F = DRIVEWAY FLARE = 1" MIN — 3’ MAX g
D = DRIVEWAY SEPARATION = 40’ MIN (LOCAL), 120’ MIN (COLLECTOR)
| = STREET INTERSECTION SEPARATION = 200’ MIN (LOCAL & COLLECTOR) e
C = CORNER CLEARANCE = SEE SIGHT DISTANCE REQUIREMENTS
S = SIDE CLEARANCE = 5’ MIN (RESIDENTIAL), 10’ MIN (NON—RESIDENTIAL)
W = DRIVEWAY WIDTH = 12" MIN — 20’ MAX (RESIDENTIAL)

= 15" MIN — 20’ MAX (NON—RESIDENTIAL ONE—WAY)

= 24" MIN — 36’ MAX (NON—RESIDENTIAL TWO—WAY)
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